

















HP Color LaserJet CM6030 MFP series

Technical specifications

HP Color LaserJet CM6030 MFP HP Color LaserJet CM6030f MFP

Print and copy speed

Colour and black-and-white: Up to 30 ppm (up to 31 ppm, A4)

First-page-out

As fast as 16 seconds from Ready mode

Resolution

Up to 1200 x 600 dpi (best), Up to 600 x 600 dpi (default); HP ImageREt 4800 technology

Copying

Scanning
Faxing

Digital sending
(standard)
Digital sending
(optional)

Colour copying, up to 999 multiple copies, reduce/enlarge from 25 — 200%, two-sided copying, collation, contrast adj fs, image adj
background removal, job storage, output bin selection, edge-to-edge printing, job build

Colour flatbed scanner (up to 297 x 432 mm [11.7 x 17 inches]) and ADF; scan input modes: front-panel scan, copy, fax (optional), email; file types: PDF, JPG, TIFF, MTIFF

Optional (with the separate purchase of the HP LaserJet MFP Analog Fax Accessory 300) Up to 33.6 kbps, fax forwarding, fax polling (receive only), broadcasting (up to 100
locations), speed dial (up to 100 lists), junk barrier, auto redialing, auto fax reduction,
Windows faxing supported, up to 60,000 pages fax memory (depending on the free
storage on the hard drive)

Black-and-white and colour scan, scan to folder (includes shared address book for fax), scan direct to email server, send to email, analog fax, LDAP email addressing; authentication
includes Windows Negotiated (Kerberos and NTLM), group 1 and group 2 PIN authentication, LDAP authentication, and authentication manager

Optional digital sending software includes additional functionality including integrated LAN and Infernet fax, address book manager, email addressing (includes LDAP addressing and
replication, personal address book, and local address book), workflow applications including send to printer and OCR scanning. Send to workflow includes send to printer, send to FTP,
and send to folder. A trial version of HP Digital Sending Software is included with the device but must be installed separately.

t, content orientation, N-up,

Processor/memory

835 MHz; 512 MB, upgradeable to 768 MB via one DDR SODIMM slot

Durability ratings

Recommended monthly volume: 5,000 to 10,000'; Duty cycle: Up to 200,000 pages®

Paper handling

Input

Output

Two-sided printing
Sizes

Weights
Types

50-sheet ADF, 100-sheet multipurpose tray 1, 500-sheet trays 2 and 3 50-sheet ADF, 100-sheet multipurpose tray 1, 500-sheet trays 2, 3, 4 and 5
500-sheet output bin; optional finishers: HP 3-bin stapler/stacker or HP booklet maker/finisher
Automatic

50-sheet automatic document feeder (ADF): A3, A4, B4, B6, letter, legal, 11 x 17; Multipurpose tray 1: A3, A4, A4-R, A5, A6, RA3, SRA3, B4 (JIS), B5 (JIS), B6 (IIS), executive (IIS),
8K, 16 K, D postcard, envelopes (#9, #10, Monarch, B5, C5, C6, DL); letter, letter-R, legal, executive, statement, 8.5 x 13, 12 x 18, index cards (4 x 6, 5 x 8); custom sizes:

99 x140 mm (4 x 5.5 inches) to 320 x 457 mm (12.6 x 18 inches); Input tray 2: A3, A4, A4-R, A5, B4 (JIS), B5 (JIS), executive (JIS), 8 K, 16 K; letter, letterR, legal, executive,

8.5 x 13, 11 x 17; custom sizes: 148 x 210 mm (5.8 x 8.2 inches) to 297 x 432 mm (1.7 x 17 inches); Input trays 3, 4, and 5: A3, A4, A4R, A5, RA3, SRA3, B4 (JIS), B5 (JIS),
executive (JIS), 8 K, 16 K; letter, letterR, legal, executive, 8.5 x 13, 11 x 17, 12 x 18; custom sizes: 148 x 210 mm (5.8 x 8.2 inches) to 320 x 457 mm (12.6 x 18 inches); Duplex:
A3, A4, A4R, RA3, SRA3, B4 (IIS), B5 (JIS), executive (JIS), 8 K, 16 K; letter, letter-R, legal, executive, 8.5 x 13, 11 x 17, 12 x 18

All trays: 60 — 220 g/m” (16 to 58 Ib bond)

Paper (bond, recycled, glossy, mid-weight, heavy, heavy glossy, extra heavy, extra heavy glossy), transparencies, labels, envelopes, cardstock, tough paper, rough paper, user-defined

Connectivity
Interfaces
Languages and fonts

Client operating systems
Network operating systems

Network protocols

Security

Hi-Speed USB 2.0 device port, one EIO slot, fax port, FIH port, PCl express

HP PCL 5, HP PCL 6, HP postscript level 2 emulation (default) (HP postscript level 3 emulation supported); 80 HP font set (plus Greek, Hebrew, Cyrillic, Arabic)

Microsoft® Windows® 2000, XP?, Server 2003, Vista®; Macintosh OS X v10.2.8 or later

Microsoft” Windows® 2000, Server 2003, XP®, Vista®, 2003 64-bit, XP* 64-bit, Vista® 64-bit (IPvé6 compatible with Windows” 2003, XP®, and Vista®); Novell 5.1 and later;

Mac OS X v10.2, v10.3, v10.4 and later; Red Hat Linux 7.x and later; SuSE Linux 8.x and later; HP-UX 10.20, 11.x, 11.i; Solaris 2.5 and later (SPARC systems only); IBM AIX 3.2.5
and later 1; MPE-iX; Citrix MetaFrame Server; Windows Terminal Services

IPv4/IPv6: Apple Bonjour compatible (Mac OS 10.2.4 and later), SNMPv1/v2c/v3, HTTP, HTTPS, FTP, Port 9100, LPD, IPP, Secure-IPP, WS Discovery, IPSec/Firewall;

IPv6: DHCPv6, MLDv1, ICMPv6; IPv4: Auto-IP, SLP, TFTP, Telnet, IGMPv2, BOOTP/DHCP, WINS, IP Direct Mode, WS Print;

Other: IPX/SPX, AppleTalk, NetWare NDS, Bindery, NDPS, iPrint

SNMP v3, SSL/TLS (HTTPS), 802.1x authentication (EAP-PEAP, EAP-TLS)

Minimum system requirements

40 MB of free space running Windows® 2000 or greater; Macintosh OS X v10.2.8 and later with 80 MB of hard disk space

Dimensions (w x d x h)

704 x 673 x 988 mm (27.7 x 26.5 x 47.9 inches) (without finisher)

139.87 kg (308.4 Ib) 144.91 kg (319.5 Ib)

What's in the box

Also includes

MFP, preinstalled full-capacity black, cyan, magenta and yellow HP Color LaserJet toner cartridges with HP ColorSphere toner’; preinstalled black, cyan, yellow and magenta image
drums*; Getting Started Guide, Wall Poster, Telephone Support Flyer; software drivers and documentation on CD-ROM; control panel overlays, HP Digital Sending Software Trial Version
CD, power cables, HP embedded hard disk, 100-sheet multipurpose tray, 500-sheet input tray 2

One 500-sheet input tray Three 500-sheet input trays, HP LaserJet MFP Analog Fax Accessory 300

Warranty

deployment of printers and MFPs.

One-year, next-business-day, onsite limited warranty

HP recommends that the number of printed pages per month be within the stated range for optimum device performance, based on factors including supplies replacement intervals and device life over an extended warranty period

Duty cycle is defined as the maximum number of pages per month of imaged output. This value provides a comparison of product robusiness in relation fo other HP Laserlet or HP Color Laserjet devices, and enables appropriate

Average confinuous composite black cariridge yield 19,500 standard pages. Average confinuous composite cyan/yellow,/magenta cartridge yield 21,000 standard pages. Declared yield values in accordance with ISO/IEC 19798.
Actual yields vary considerably based on images prinfed and other factors. For more information, visit www.hp.com/go/learnaboutsupplies.

Declared yield 35,000 pages based on HP testing methodology. Actual yields may vary considerably.



Environmental ranges

15-27°C (63-77°F)
0-35°C(32-95F)

30~ 70%

35 - 85%

0-13,048 m (0 - 10,000 i)

Recommended temperature
Storage temperature
Recommended relative humidity
Storage relative humidity
Altitude, operating

Acoustics'

Active, printing: 6.8 B(A), copy/scan: 7.3 B(A); Ready: 4.3 B(A)
Active, printing: 56.8 dB(A), copy/scan: 57.1 dB(A); Ready: 40.3 dB(A)

Sound power
Bystander sound pressure

Power specifications

Power requirements 10 - 127 V (£10%), 60 Hz (+2 Hz), 10.5 amps
220 - 240 V (£10%), 50 Hz (+2 Hz), 5.5 amps

Active, printing  Active, copy/scan Ready

Power consumption® Sleep Off

1,026 watts 1,070 watts 214 watts 193 watts, Sleep 1 0.24 watts
23 watts, Sleep 2
Typical Electricity Consumption (TEC): 12.505 kWhr/Week
Safety IEC 609501 (International), EN 60950-1 +A11 (EU), IEC 60825-1+A1+A2, UL/cUL Listed

(US/Canada), GS License (Europe), EN 60825-1+A1+A2 Class 1, 21 CFR Ch. 1/SubCh. J
and Laser Notice#50 (July 26th 2001) (Class 1 Laser/LED Device) GB4943-2001, Low
Voltage Directive 2006/95/EC with CE Marking (Europe), other safety approvals as
required by individual countries
EMC CISPR 22: 2005/EN 55022: 2006 Class B, EN 61000-3-2: 2000 +A2, EN 61000-3-3:
1995+A1, EN55024: 1998+A1 +A2, FCC Title 47 CFR, Part 15 Class B (USA), ICES-003,
Issue 4, (Canada), GB9254-1998, EMC Directive 2004/108/EC with CE Marking
(Europe), other EMC approvals as required by individual countries
ES 203 021, R&TTE Directive 1999/5/EC (Annex Il) with CE Marking (Europe), FCC Part
68, Industry Canada CS03, NOM-151-SCTIH999 (Mexico), PTC-200 (New Zealand),
AS/ACIF S002: 2001 (Australia), IDA PSTNT (Singapore), TPS002-01 (Malaysia),
IG 000511 (Taiwan), HKTA 2011 (Hong Kong SAR), YD514, YD/T589, YD703,
GB3382 (China), other Telecom approvals as required by individual countries

Telecom

Declared per ISO 9296. Values subject to change. See www.hp.com/go/cl{CM6030_firmware for current information. Configurations tested
(3 units on 8/15/07) included colour and black-and-white printing, simplex and duplex printing, and 110 and 220 Vac units ot 30 ppm.

% Values subject to change. See www.hp.com/support/cl{CM6030 for current information. Power reported is highest values measured for colour and
black-and-white printing/copying using all standard voltages. 110 Vac unit tesfed. Data from colour simplex printing and copying.

Average confinuous composite black cartridge yield 19,500 standard pages. Average continuous composite cyan/yellow,/magenta cartridge yield
21,000 standard pages. Declared yield values in accordance with ISO/IEC 19798. Actual yields vary considerably based on images printed and
other factors. For more information, visit www.hp.com/go/learnaboutsupplies.

Declared yield 35,000 pages based on HP testing methodology. Actual yields may vary considerably.
To order the Security Llock Adapter Kit, visit www.hp.com/go/hpparts

For more information, call your local Hewlett-Packard authorised dealer or visit us at www.hp.com/apac/enterpriseprint

HP Customer Information Centre (for product information)

Australia 13 23 47

China 800 820 2255

Hong Kong 800 938 833

India 1600 425 4999 (from MTNL/BSNL LAN line)
3030 4499 (from mobile)

Indonesia 0800 1M 222

Korea 080 703 0700
Malaysia 1800 88 4848
New Zealand 0800 733 547

Philippines 1800 1441 6688
Singapore 1800 278 8100
Taiwan 0800 236 686
Thailand +662 353 9000
Vietnam +848 930 2814

Bangladesh, Bhutan, Brunei, Cambodia, Maldives, Nepal, Pakistan, Sri Lanka: Fax +65 6275 6707

HP Customer Care Centre (for post-sales service)

Australia 13 10 47

China 800 810 3888
Hong Kong +852 3002 8555
India 1600 N2 267
Indonesia +62 21 350 3408
Korea +82 23270 0700
Malaysia 1800 805 405

New Zealand 0800 449 553

Philippines +63 2 867 3551
Singapore +65 6 272 5300
Taiwan +886 2 8722 8000
Thailand +662 353 9000
Vietnam +848 823 4530

Microsoft, Windows, and Windows XP are U.S. registered trademarks of Microsoft Corporation. Windows Vista is either
a registered trademark or trademark of Microsoft Corporation in the United States and/or other countries.

© Copyright 2008 Hewlett-Packard Development Company, L.P. The information contained herein is subject to change
without notice. The only warranties for HP products and services are set forth in the express warranty statements
accompanying such products and services. Nothing herein should be construed as constituting an additional warranty.
HP shall not be liable for technical or editorial errors or omissions contained herein.

Printed in Singapore, 20080094-EEP-REV 1, June 2008

il Pusz

Ordering information

Number

CE664A
CE665A

Description

HP Color LaserJet CM6030 MFP
HP Color LaserJet CM6030f MFP

Print cartridges with HP ColorSphere toner

CB390A HP Color LaserJet Black Print Cartridge (19,500 pages)®
CB381A HP Color LaserJet Cyan Print Cartridge (21,000 pages)®
CB382A HP Color Laserlet Yellow Print Cartridge (21,000 pages)®
CB383A HP Color Laserlet Magenta Print Cartridge (21,000 pages)®

Supplies

CB384A
CB385A
CB386A
CB387A
CB457A
CB458A
CB459A
CB463A
CE487A
C8091A
CC383A

HP Color LaserJet Black Image Drum (35,000 pages)*
HP Color LaserJet Cyan Image Drum (35,000 pages)*
HP Color Laserlet Yellow Image Drum (35,000 pages)*
HP Color LaserJet Magenta Image Drum (35,000 pages)*
HP Color LaserJet 110 volt fuser kit

HP Color LaserJet 220 volt fuser kit

HP Color LaserJet roller kit

HP Color LaserJet transfer kit

HP ADF Roller Kit

Staple Refill for the stapler/stacker

Staple Refill for the booklet maker/finisher

Paper handling
CC517A

CC516A
Q3701A

HP 3-bin stapler/stacker with output accessory bridge
HP booklet maker/finisher with output accessory bridge
HP LaserJet MFP Analog Fax Accessory 300

Media

Asia Pacific: www.hp.com/apac/printingsupplies
Asia: 65-6253-8500

Australia/New Zealand: 61-2997-2299LAR

Connectivity accessories

17997G HP Jetdirect 630n EIO Print Server

17961G HP Jetdirect 635n EIO Print Server

18007G HP Jetdirect 690n EIO 802.11g Wireless Print Server
17988G HP Jetdirect en1700 IPv4/IPvé Print Server

17942G HP Jetdirect en3700 Fast Ethernet Print Server
17951G HP Jetdirect ew2400 802.11g Wireless Print Server
17972G HP EIO 1284B Adapter

Q3931-67925  Security Lock Adapter Kit®

Memory and storage

Q7557A HP 128 MB, 200-pin DDR DIMM
Q7558A HP 256 MB, 200-pin DDR DIMM
17989G HP High Performance EIO Hard Disk

Care pack

UJ165E
UJ166E
UJ167E
UJ168E
UJ170E
UJ172E
UJ174PE
UJ175PE
U2014E
U9877E

HP 3-year, Next Business Day, Onsite Service

HP 4-year, Next Business Day, Onsite Service

HP 5-year, Next Business Day, Onsite Service

HP 3-year, 4-hour, 9 x 5 Same Day, Onsite Service

HP 4-year, 4-hour, 9 x 5 Same Day, Onsite Service

HP 5-year, 4-hour, 9 x 5 Same Day, Onsite Service

HP 1-year, Post-warranty, Next Business Day, Onsite Service

HP 1-year, Post-warranty, 4-hour, 9 x 5 Same Day, Onsite Service
HP Onsite Installation and Network Configuration

HP Maintenance Kit Replacement Service, Fuser

Third-party solutions

www.hp.com/go/gsc

For more information on

HP Care Pack, visit: http://www.hp.com/apac/hpservices/carepack

HP Instant Support Professional Edition (ISPE), visit:
http://instantsupport.asiapac.hp.com

For more information on support, visit: http://www.hp.com/support

For more information on HP genuine parts, visit: http//www.hp.com/go/hpparts
For specific warranty details, please check with your local country resellers.






